


Operation Guide

[ 0 Tips: Make sure the CGDI A2 equipment is connected to the Internet and has sufficient power or is connected to a charger. ]

CGDI A2

® Press and hold the [Power/Lock] button to turn on the
CGDI A2 comprehensive anti-theft matching equipment.

Update authorization
Devise serial numbe G1000001
Equipment area Global

Active state
Authorization language Chinese,English
Remaining sync time 0 Day

@ When you use the equipment in the first time, you need to
connect the equipment to the Internet and activate it so that
the functions can be used normally. Click the [Authorization]
button on the main interface to enter the activation interface,
and then click the [equipment Sync] button to activate the
equipment.

® To execute the anti-theft matching function, you need to use
the CGDI A2 dedicated OBD main line (some vehicles require
a dedicated 0BD adapter) to connect the car OBDII
diagnostic interface, and select the corresponding model to
perform anti-theft matching related operations.

® When the functions of some models (such as Volkswagen
and Mercedes-Benz) require the use of a BBA
programmer, a Mini-USB cable can be used to connect
the CGDI A2 host to the BBA programmer.

Software upgrade

USB upgrade

Operation Tips:

1.0pen the computer to upgrade the software CGDI A2;
2.Connect device and computer via USB cable;

3.Do not disconnect the USB cable during the upgrade

Confirm

® CGDI A2 comprehensive anti-theft matching equipment can

be upgraded through [Update] - [USB connection to computer].

Model Upgrade pa}
Car mode Local version Server version
ACURA null V113

null V105

BAOJUN null V104
null V104

Upgrade Select All

® CGDI A2 comprehensive anti-theft matching equipment can
be upgraded through [Update] - [WIFI car model update].
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